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501 Eiche

M76 Summer salad

SOLID WOOD

Gross density 0,58 - 0,95 kg/dm3 

(DIN 52 102)

Worktop weight / m² 30 mm: 17,0 - 29,0 kg
40 mm: 23,0 - 38,0 kg
60 mm: 34,0 - 57,0 kg

Compressive strength 52 - 85 N / mm²
(DIN 51 067)

Bending strength 58 - 120 N / mm²
(DIN 52 303-1)

Resistance to household chemicals Stress group 1C (DIN 68 930)

Distortion +/- 4 %/lfm.

Thickness +/- 2 %

look Surface DIN EN 13353, DIN EN 13354

Grading A/C (DIN EN 13017-2)

Dimensional stability DIN 68100

For further information: DIN EN 13353 SWP/1 and DIN EN 13017/2 are to be applied.
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702 Dark gold metal

LAMINATE

Gross density 0,55 - 0,65 kg/dm3 

(DIN 52 102)

Worktop weight / m² 18 mm: 12,0 kg
40 mm: 25,0 kg
60 mm: 35,0 kg

Heat resistance (140°C) Stress group 7B / 8A (DIN 68 930)

Abrasion resistance Stress group 2C (DIN 68 930)

Scratch resistance Stress group 4B (DIN 68 930)

Bending strength (chipboard core) 8,5 N / mm²
(EN 310)

Resistance to household chemicals Stress group 1B (DIN 68 930)

Light-fastness Level 5 Grey scale
(DIN EN ISO 105-B02)

Material types DIN EN 438-3 / type HGS, HGP (depending on decor)

Dimensional stability Is checked to „Testing and evaluation of compound elements in HPL and chipboard 
panels“ by the pro HPL Fachgruppe Dekorativer Schichtstoffplatten, the pro HPL 
Specialist Group of Decorative Chipboard Panels.
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895 Evenly black892 Velvet black

COMPACT

Gross density ≥ 1,35 g/cm3 

(EN ISO 1183)

Worktop weight / m² 12 mm: 18,32 kg

Dry heat Stress group 7B (DIN 68 930)

Damp heat Stress group 8A (DIN 68 930)

Resistance to household chemicals
(Compact dekor)

Stress group 1B (DIN 68 930)

Dimensional stability / thickness DIN EN 438-4

Material types DIN EN 438-4 Type CGS

MATERIAL PROPERTIES | WOOD MATERIALS | COMPACT



 216 Structured steel 

 702 Dark gold metal 

 357 Terrazzo grey 

 102 Château 

 379 Onyx 

 380 Marmor waves 

 482 Alpin 

 356 Arezzo 
 365 Woodblocks 

 131 Carrara 
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